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Senec Full System Restart Procedure

Turning the SENEC off:
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o ° Jlawngatior Activates the display Light

Switches the SENEC battery storage on and off

° Escape

1228 Switch OFF the (d) Wait for the countdown to
01 finish, the screen will display
battery Storage the message “0Off by Display”

(a) Press and hold the ON/OFF
button until you see this
message “Switch off?”

STEP

(b) Release the ON/OFF button 02 Isolate DC
and press and hold the OK

button for a few seconds

(a) Turn off the DC/PV isolator

leasing the OK butt
(c) On releasing the OK button, on the wall

the screen will start a 90-
second countdown
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Turning the SENEC
1 Isolate AC back ON:

STEP

(a) Turn off the AC isolator STEP

24 Turn on AC
(b) If there is no AC isolator,

turn off the SENEC MCB in the

switchboard (a) Turn on the AC breaker and
AC isolator

(c) Wait for a few seconds until
the screen is completely black (b) The SENEC screen will turn

back on

STEP (b) Release the ON/OFF button
05 Tuxrn on DC and press and hold the 0K
button for a few seconds

(a) Turn on the DC Isolator (c) On releasing the OK button,
the screen will start a 90-
second countdown

STEP SWitCh ON the (d) Wait for the countdown to
06 finish, the screen will display
battery storage the message “0ff by Display”

(a) Press and hold the ON/OFF

button until you see this i _—
message “Switch on?” S = N [ 4 '
. —_— [ 4

@ @ Switches on the SENEC battery 1. Press On/Off button.

storage
The display will show “Switch on?".

2. Press and hold "OK" for a few seconds within 15 seconds.
The display will show “Please wait:”.

The SENEC battery storage is switched on.
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